
SCREEN SEALER (22983)

Used for blocking out stencil to prevent it from breaking when printing.
Quick drying, convenient to use.
Strong water and solvent resistance.
Good printing resistance.

Product Characteristics
Viscous/Red colour
Instruction for use

Use tools to coat the filler onto the connecting part of screen and frame, too thick coating is not allowed, enough drying is needed.
Good ventilation can make the filler dry quickly.

Main Characteristics

Features

Is free from any toxic, carcinogenic, mutagenic and reprotoxic chemicals.
Does not have a flashpoint and is, therefore, exempt from the Highly Flammable Liquid Regulations.
Should be stored away from children.
Comprehensive information on the Safety and Handling of Screen Sealer in Safety Data Sheet.

1 Kg

Standard Packing

Safety and Handling

If the paste of screen filler congealed, put the tank of filler into warm water for soaking to make it dissolved. It won’t affect the use.
With irritation, avoid touching the body when using the filler. Keep good ventilation in the operating room.

Notes



Screen Sealer (22983)

Screen Sealer 22983 1-2101

TECHNICAL DATA SHEET

Screen Sealer is made by Kulwong Co., Ltd. with ISO 9001/ISO 14001/BS OHSAS 18001 & TIS 18001 Certified by TUV NORD (Thailand) Ltd.

Certified Standards

The information and recommendations contained in this Technical Data sheet, as well as technical advice otherwise given by representatives of our Company, whether verbally or
in writing, are based on our present knowledge and believed to be accurate. However, no guarantee regarding their accuracy is given as we cannot cover or anticipate every possible
application of our products because manufacturing methods, printing stocks and other materials vary. For the same reason our products are sold without warranty and or condition
that users shall make their own tests to satisfy themselves that they will meet fully their particular requirements. Our policy of continuous product improvement might make some
of the information contained in this Technical Data sheet out of date and users are requested to ensure that they follow current recommendations.

Storage temperature should not be over 25  ํC. It should be stored in a dry location with good ventilation and away from heat or ignition sources.
When stored under these conditions, It is expected to have a shelf-life of 12 months from the date of manufacture.
Close the bottle tightly after every use.

Storage


